
Desktop01
OS:  Windows 7 Pro x64

Laptop01
OS:  Windows 7 Pro x64

VoIP:  Packet8 DTA

Router:  Cisco 3640
IOS:  c3640-ik9o3s-mz.124-25d.bin

Switch:  Cisco 3750 24-Port Gigabit
IOS:  c3750-ipservicesk9-mz.122-53.SE1.bin

Wireless Access Point:  Linksys WRT54G
Mode:  802.11b/g  Firmware:  

Modem:  Motorola Surfboard
ISP:  Cox Communication

Laptop02
OS:  Windows 7 Pro x86

XBMC Bed Room
XBOX Classic

XBMC Living Room
Custom Built

Wireless Client VLAN

Wired Client VLAN

File Server:  EON Storage (OpenSolaris)
Version:  

VMWare ESXi Hypervisor
Version:  4.1.0 build 260247

RAM:  4GB x 2File Server VLAN

802.1Q Trunk #1

802.1Q Trunk #2

Server VLAN

Web Services
(Web Server/FE Mail Server)
OS:  Windows Server 2K3R2

RAM:  1024MB

Primary Domain Controller
(Primary DC/DNS/DHCP)

OS:  Windows Server 2K3R2
RAM:  1024MB

Secondary Domain Controller
(Backup DC/DNS/WSUS)

OS:  Windows Server 2K3R2
RAM:  2048MB

Email Server
(Back-End Mail Server)

OS:  Windows Server 2K3R2
RAM:  1024



Virtual Machine Port Group

Web Services
IP Address:  172.16.100.14
VLAN:  Server (100)

Primary Domain Controller
IP Address:  172.16.100.10
VLAN:  Server (100)

Secondary Domain Controller
IP Address:  172.16.100.11
VLAN:  Server (100)

Email Server
IP Address:  172.16.100.12
VLAN:  Server (100)

VMKkernel Port

VMWare ESXi Hypervisor
IP Address:  172.16.10.10
VLAN:  Management (10)

vSwitch0

Physical Adapters

Vmnic1
Speed:  1000/Full
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